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Lubricants & Sealants | Grease Fittings | SNIPER™ Lubrication Equipment

VALVE LUBRICATION

Section 4
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Body Grease Fittings
Vented Cap, Positive Flow
For Service to 10,000 PSI

ORDERING INFO AND SPECIFICATIONS

SIZE MATERIAL HEAT TREATMENT PLATING SPRING BALL(S) PART #

1” NPT
1215* N/A Zinc Cobalt 302SS CA FA800510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FA800520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FA800530

3/4” NPT
1215* N/A Zinc Cobalt 302SS CA FA600510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FA600520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FA600530

1/2” NPT
1215* N/A Zinc Cobalt 302SS CA FA400510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FA400520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FA400530

3/8” NPT
1215* N/A Zinc Cobalt 302SS CA FA300510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FA300520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FA300530

1/4” NPT
1215* N/A Zinc Cobalt 302SS CA FA200510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FA200520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FA200530

*or substitute material which meets or exceeds 1215
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Body Grease Fittings
Vented Cap, Free Flow
For Service to 10,000 PSI

ORDERING INFO AND SPECIFICATIONS

SIZE MATERIAL HEAT TREATMENT PLATING SPRING BALL(S) PART #

1” NPT
1215* N/A Zinc Cobalt 302SS CA FA801510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FA801520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FA801530

3/4” NPT
1215* N/A Zinc Cobalt 302SS CA FA601510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FA601520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FA601530

1/2” NPT
1215* N/A Zinc Cobalt 302SS CA FA401510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FA401520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FA401530

3/8” NPT
1215* N/A Zinc Cobalt 302SS CA FA301510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FA301520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FA301530

1/4” NPT
1215* N/A Zinc Cobalt 302SS CA FA201510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FA201520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FA201530

*or substitute material which meets or exceeds 1215

Lubricant passes around 
the ball and through the 
center of the ball support 
and spring, without passing 
through the spring coil.

Lubricant Flow
(90o Rotation View)

FREE FLOW
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Body Grease Fittings
Positive Flow, Vented Cap, Giant Button Head
For Service to 10,000 PSI

THREAD SIZE MATERIAL HEAT TREATMENT PLATING SPRING BALL(S) PART #

1” NPT
1215* N/A Zinc Cobalt 302SS CA FB800510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FB800520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FB800530

3/4” NPT
1215* N/A Zinc Cobalt 302SS CA FB600510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FB600520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FB600530

1/2” NPT
1215* N/A Zinc Cobalt 302SS CA FB400510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FB400520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FB400530

3/8” NPT
1215* N/A Zinc Cobalt 302SS CA FB300510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FB300520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FB300530

1/4” NPT
1215* N/A Zinc Cobalt 302SS CA FB200510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FB200520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FB200530

*or substitute material which meets or exceeds 1215

ORDERING INFO AND SPECIFICATIONS
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Body Grease Fittings
Free Flow, Vented Cap, Giant Button Head
For Service to 10,000 PSI

THREAD SIZE MATERIAL HEAT TREATMENT PLATING SPRING BALL(S) PART #

1” NPT
1215* N/A Zinc Cobalt 302SS CA FB801510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FB801520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FB801530

3/4” NPT
1215* N/A Zinc Cobalt 302SS CA FB601510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FB601520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FB601530

1/2” NPT
1215* N/A Zinc Cobalt 302SS CA FB401510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FB401520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FB401530

3/8” NPT
1215* N/A Zinc Cobalt 302SS CA FB301510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FB301520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FB301530

1/4” NPT
1215* N/A Zinc Cobalt 302SS CA FB201510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FB201520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FB201530

*or substitute material which meets or exceeds 1215

Lubricant passes around 
the ball and through the 
center of the ball support 
and spring, without passing 
through the spring coil.

Lubricant Flow
(90o Rotation View)

ORDERING INFO AND SPECIFICATIONS

FREE FLOW
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Body Grease Fittings
Vented Cap, Extended Body

ORDERING INFO AND SPECIFICATIONS

SIZE MATERIAL HEAT TREATMENT PLATING SPRING BALL(S) PART #
1/2”

316 SS Annealed (NACE) N/A Inconel X750 K-Monel
FB260020

3/8” FB370020
1/4” FB480020
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

High Pressure Body Grease
High Pressure, 9/16” Autoclave Style
Service to 20,000 PSI

THREAD SIZE BODY SPRING BALL PART #

9/16” Autoclave
17-4 PH

Inconel X750 TC
FA905220

316 SS FA906220

ORDERING INFO AND SPECIFICATIONS
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Giant Button Head Fittings
Double Ball 
Service to 10,000 PSI

ACCEPTS BUTTON
HEAD GREASE
GUN COUPLER

BALL

SPRING

7/8" TO 1-5/16" HEX

BALL

BALL SUPPORT

SEE THREAD SIZE

SPRING

HEAVY-DUTY
RADIAL RIVET
CRIMP

THREAD SIZE MATERIAL HEAT TREATMENT PLATING SPRING BALL(S) PART #

1” NPT
1215* N/A Zinc Cobalt 302 SS CA FG800510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FG800520
4140 RC 22 MAX. (NACE) Zinc Cobalt FG800530

3/4” NPT
1215* N/A Zinc Cobalt 302 SS CA FG600510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FG600520
4140 RC 22 MAX. (NACE) Zinc Cobalt FG600530

1/2” NPT
1215* N/A Zinc Cobalt 302 SS CA FG400510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FG400520
4140 RC 22 MAX. (NACE) Zinc Cobalt FG400530

3/8” NPT
1215* N/A Zinc Cobalt 302 SS CA FG300510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FG300520
4140 RC 22 MAX. (NACE) Zinc Cobalt FG300530

1/4” NPT
1215* N/A Zinc Cobalt 302 SS CA FG200510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FG200520
4140 RC 22 MAX. (NACE) Zinc Cobalt FG200530

3/4” 10UNC 1215* N/A Zinc Cobalt 302 SS CA FG610510
5/8” 11UNC 1215* N/A Zinc Cobalt 302 SS CA FG510510

*or substitute material which meets or exceeds 1215

ORDERING INFO AND SPECIFICATIONS
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Giant Button Head Fittings
Single Ball 
Service to 10,000 PSI

THREAD SIZE MATERIAL HEAT TREATMENT PLATING SPRING BALL(S) PART #

1/2” NPT
1215* N/A Zinc Cobalt 302 SS CA FG405510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FG405520
4140 RC 22 MAX. (NACE) Zinc Cobalt FG405530

3/8” NPT
1215* N/A Zinc Cobalt 302 SS CA FG305510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FG305520
4140 RC 22 MAX. (NACE) Zinc Cobalt FG305530

1/4” NPT
1215* N/A Zinc Cobalt 302 SS CA FG205510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FG205520
4140 RC 22 MAX. (NACE) Zinc Cobalt FG205530

1/8” NPT
1215* N/A Zinc Cobalt 302 SS CA FG105510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FG105520
4140 RC 22 MAX. (NACE) Zinc Cobalt FG105530

*or substitute material which meets or exceeds 1215

ACCEPTS BUTTON
HEAD GREASE
GUN COUPLER

BALL

BALL SUPPORT

7/8" HEX

SPRING

SEE THREAD SIZE

HEAVY-DUTY
RADIAL RIVET
CRIMP

ORDERING INFO AND SPECIFICATIONS
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Packing Injector Fittings
Floating Ball

THREAD SIZE MATERIAL HEAT TREATMENT PLATING BALL(S) PART #

3/4” NPT
1215* N/A Zinc Cobalt CA FP600510

316 SS Annealed (NACE) N/A
K-Monel

FP600520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FP600530

1/2” NPT
1215* N/A Zinc Cobalt CA FP400510

316 SS Annealed (NACE) N/A
K-Monel

FP400520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FP400530

3/8” NPT
1215* N/A Zinc Cobalt CA FP300510

316 SS Annealed (NACE) N/A
K-Monel

FP300520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FP300530

1/4” NPT
1215* N/A Zinc Cobalt CA FP200510

316 SS Annealed (NACE) N/A
K-Monel

FP200520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FP200530

*or substitute material which meets or exceeds 1215

ORDERING INFO AND SPECIFICATIONS
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Packing Injector Fittings
Free Flow - Bonnet Injection

PACKING INJECTION FITTING STINGERS

THREAD SIZE MATERIAL HEAT TREATMENT PLATING SPRING BALL(S) PART #

1/2” NPT
1215* N/A Zinc Cobalt 302SS CA FP401510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FP401520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FP401530

3/8” NPT
1215* N/A Zinc Cobalt 302SS CA FP301510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FP301520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FP301530

1/4” NPT
1215* N/A Zinc Cobalt 302SS CA FP201510

316 SS Annealed (NACE) N/A
Inconel X750 K-Monel

FP201520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FP201530

DESCRIPTION PART #
Stinger SS FP900520

DESCRIPTION PART #
Stinger CS FP900510

*or substitute material which meets or exceeds 1215

When the ball is off the seat, 
lubricant flows unrestricted 
around the spring and through 
the openings on the sides of 
the retainer.

Lubricant Flow
(90o Rotation View)

FREE FLOW

ORDERING INFO AND SPECIFICATIONS
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

THREAD SIZE MATERIAL HEAT TREATMENT PLATING OAL HEX SIZE BALL(S) PART #

1” NPT
1215* N/A Zinc x/DC

2 3/16” 1 5/16”
440SS FV800510

316 SS Annealed (NACE) N/A TC FV800520
4140 Rc 22 MAX. (NACE) Zinc w/DC 440SS FV800530

3/4” NPT
1215* N/A Zinc x/DC

1 5/8” 1 5/16”
440SS FV600510

316 SS Annealed (NACE) N/A TC FV600520
4140 Rc 22 MAX. (NACE) Zinc w/DC 440SS FV600530

1/2” NPT
1215* N/A Zinc x/DC

1 1/2” 7/8”
440SS FV400510

316 SS Annealed (NACE) N/A TC FV400520
4140 Rc 22 MAX. (NACE) Zinc w/DC 440SS FV400530

3/8” NPT
1215* N/A Zinc x/DC

1 9/16” 7/8”
440SS FV300510

316 SS Annealed (NACE) N/A TC FV300520
4140 Rc 22 MAX. (NACE) Zinc w/DC 440SS FV300530

1/4” NPT
1215* N/A Zinc x/DC

1 5/8” 7/8”
440SS FV200510

316 SS Annealed (NACE) N/A TC FV200520
4140 Rc 22 MAX. (NACE) Zinc w/DC 440SS FV200530

LUBRICATION FITTINGS

Body Vent Fittings
Hex Head
Service to 10,000 PSI

*or substitute material which meets or exceeds 1215

7/8” to 1 5/16” HEX

1/4” to 1” NPT

VENTING PORT

BALL

STOP PIN

3/4” TO 7/8” HEX

STINGER

ORDERING INFO AND SPECIFICATIONS
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

THREAD SIZE MATERIAL HEAT TREATMENT PLATING OAL HEX SIZE BALL(S) PART #

1/2” NPT
1215* N/A Zinc x/DC

1 1/2” 7/8”
440SS FV401510

316 SS Annealed (NACE) N/A TC FV401520
4140 Rc 22 MAX. (NACE) Zinc w/DC TC FV401530

3/8” NPT
1215* N/A Zinc x/DC

1 9/16” 7/8”
440SS FV301510

316 SS Annealed (NACE) N/A TC FV301520
4140 Rc 22 MAX. (NACE) Zinc w/DC TC FV301530

1/4” NPT
1215* N/A Zinc x/DC

1 5/8” 7/8”
440SS FV201510

316 SS Annealed (NACE) N/A TC FV201520
4140 Rc 22 MAX. (NACE) Zinc w/DC TC FV201530

LUBRICATION FITTINGS

Body Vent Fittings
Hex Socket Head
Service to 10,000 PSI

*or substitute material which meets or exceeds 1215

7/8” HEX

1/4” TO 1/2” NPT

BALL

VENTING PORT

STINGER

STOP PIN

ORDERING INFO AND SPECIFICATIONS
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Internal Ball Checks
Internal Single Ball Checks
Service to 10,000 PSI

SINGLE BALL CHECK, SOFT SEAT

SINGLE BALL CHECK, HARD SEAT

THREAD SIZE MATERIAL HEAT TREATMENT PLATING SPRING BALL(S) OAL PART #

1/2” NPT
316 SS Annealed (NACE) N/A

Inconel X750 K-Monel 15/16”
FI407520

4140 Rc 22 MAX. (NACE) Zinc Cobalt FI407530

3/8” NPT
316 SS Annealed (NACE) N/A

Inconel X750 K-Monel 7/8”
FI307520

4140 Rc 22 MAX. (NACE) Zinc Cobalt FI307530

1/4” NPT

316 SS Annealed (NACE) N/A

Inconel X750 K-Monel
3/4”

FI207520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FI207530

316 SS Annealed (NACE) N/A
21/32”

FI207620
4140 Rc 22 MAX. (NACE) Zinc Cobalt FI207630

THREAD SIZE MATERIAL HEAT TREATMENT PLATING SPRING BALL(S) OAL PART #

1” 8 UNC
316 SS Annealed (NACE) N/A Inconel 

X750
K-Monel 1 9/16”

FI810520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FI810530

7/8” 9 UNC
316 SS Annealed (NACE) N/A Inconel 

X750
K-Monel 1 7/16”

FI710520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FI710530

3/4” 10 UNC
316 SS Annealed (NACE) N/A Inconel 

X750
K-Monel 1 1/4”

FI610520
4140 Rc 22 MAX. (NACE) Zinc Cobalt FI610530
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Grease Gun Adapters & Tools
Button Head Couplers

ORDERING INFO AND SPECIFICATIONS

SIZE OUTLET MATERIAL PART #

5/8” 1/8” FNPT 1215* FT506510

7/8” 1/4” FNPT 1215* FT706610

REPAIR KIT PART #

For FT706610 FT796510

•   Spring
•   Metal Seat
•   O-ring
•   Nylon Poppet with O-Ring

Repair Kit includes

*or substitute material which meets or exceeds 1215
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Grease Gun Adapters & Tools
Lube Adapters

GREASE GUN LUBE ADAPTER

SAFETY VENT HOLE NUT SWIVEL

THREAD SIZE MATERIAL (NUT) MATERIAL (SWIVEL) LENGTH OF NUT PART #
3/4” - 16 UNF

1215* 4140
53/64” FT601510

7/8” - 14 UNF 1 3/16” FT701510
1” - 14 UNS 1” FT901510

PRODUCT MATERIAL PART #
MCE Grease Fitting Lube Adapter 1215* FT801510

*or substitute material which meets or exceeds 1215Length of nut and materials apply to all thread sizes
Adapts to grease gun hose via 1/4” MNPT
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Grease Gun Adapters & Tools
Pressure Relief Tools

PRESSURE RELIEF TOOL

PRESSURE RELIEF TOOL WITH BLEEDER

DESCRIPTION PART #
Pressure Relief Tool FT800510

• Rated for 10,000 PSI Service
• Used for 1”- 14 Vented Cap Fittings
• 1/2” NPT Vent Port

DESCRIPTION PART #
Pressure Relief Tool with Bleeder FT810510

• Rated for 10,000 PSI Service
• Used for 1”- 14 UNS Vented Cap Fittings
• 1/2” NPT Port for Optional Gauge
• 1/2” NPT Port with Bleeder Valve

DESCRIPTION PART #
Pressure Relief Tool Stinger FP900610

PRESSURE RELIEF TOOL STINGER
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Plug Valve Fittings
With Giant Button Head, Double Ball 
Check & Bleeder Groove

ORDERING INFO AND SPECIFICATIONS

THREAD SIZE MATERIAL PLATING SPRING BALL(S) PART #
3/4”- 16 UNF 2A 4140 4140 Zinc X750 Inconel K-Monel FG620530

THREAD SIZE MATERIAL PLATING SPRING BALL(S) PART #

1/4” NPT
1215* Zinc Cobalt 302SS CA FG200510

316 SS N/A
X750 Inconel K-Monel

FG200520
4140 Zinc Cobalt FG200530

Double Ball 
Check 3/4” - 16 UNF 2A

Metal to Metal

Bleeder Groove*
Giant Button Head

*or substitute material which meets or exceeds 1215

*Bleeder Groove allows any valve body pressure to release as fitting is unscrewed from the valve. Double ball
check ensures safety for high pressure applications.
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Specialty Fittings
Leak Lock Fittings

BUTTON HEAD THREAD SIZE MATERIAL (NUT) LENGTH OF NUT PART #
For 5/8” Standard

1/4” NPT 1215*
3/4” OAL FM355110

For 7/8” Giant 1” OAL FM357110

*or substitute material which meets or exceeds 1215
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Inline Check Valves
6,000 PSI

SIZE L B M X F PART #
1/4” 2.874 3/4” 1/4” x 1/4” FIC14520

1/2” 3.000 3/4” 1/2” x 1/2” FIC12520

ORDERING INFO AND SPECIFICATIONS

L

NO. PARTS MATERIAL
1 Body Inlet 316SS

2 Body Outlet 316SS

3 O-Ring Viton

4 O-Ring Viton

5 Ball 304SS

6 Spring 304SS

PARTS AND MATERIALS
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

LUBRICATION FITTINGS

Inline Check Valves
10,000 PSI

SIZE L B M X F PART #
1/4” 2.874 3/4” 1/4” x 1/4” FIC13520

1/2” 3.000 3/4” 1/2” x 1/2” FIC15520

ORDERING INFO AND SPECIFICATIONS

NO. PARTS MATERIAL
1 Body 316SS

2 Packing 304SS

3 O-Ring Viton

4 Check Ball 304SS

5 Spring 304SS

6 Body 316SS

PARTS AND MATERIALS

L

MF

B
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#310, 8810 - 15th Street
Edmonton, Alberta, Canada T6P 0B9

(780) 416-4823
sales@grmflow.comperformance under pressure

SNIPER™ LUBRICATION EQUIPMENT

Load-Out Kit

FEATURES

INCLUDED IN THE KIT

ORDERING INFO

DESCRIPTION PART #
1/2” Body Vent Fitting, Hex Head FV400510

Leak Lock Fitting f/GBH, Lock-On Style, w/Nylon Poppet FM357110
Leak Lock Fitting f/SBH, Lock-On Style, w/Nylon Poppet FM355110

1/4” Body Grease Fitting, Giant Button Head, w/Vented Cap FB200510
Lube Adapter, 1” - 14 UNS x 1/4” NPT FT901510

1/4” NPT 10M, FxF, Pipe Coupling FM200410
1/4” Giant Button Head Fitting, Double Ball FG200510

Pressure Relief Tool f/1” - 14 UNS Fittings, 1/2” FNPT Vent, Service to 10,000 PSI FT800510
7/8” Giant Button Head Coupler, 1/4” FNPT Top/Side Entry FT706610
5/8” Standard Button Head Coupler, 1/8” NPT Side Entry FT506510

Coupler Adapter, MCE 7/8” - 14 UNF Female x 1” - 14 UNS Male FT801510
Lube Adapter, CIW 3/4” 16 UNF x 1/4” NPT FT601510
Lube Adapter, MCE 7/8” 14 UNF x 1/4” NPT FT701510

Pressure Relief Tool Stinger FP900610
1/4” Orifice Adapter FM292010

3/8” Body Grease Fitting, Giant Button Head, w/Vented Cap FB300510
Pressure Gauge, 2.5” Face, 15,000 PSI, Liquid Filled, Bottom Mount 1/4” NPT GG155305

Gauge Tee Adapter, 1/4” NPT MxF GG155310
Thread Sealing Tape, 1/2” x 520’ FT112520

Ammo Box VBCP5000

DESCRIPTION PART #
Sniper™ Load-Out Kit FT200020

• Rugged mil-spec construction
• Sturdy carrying handle
• Heavy duty latch
• Leak resistant seal on lid
• Weight: 13 lbs
• Dimensions (L x W x H): 11” x 6” x 7”




